
Consolidated control and 
circuit protection for up to 
four bilge pumps.

Contura Switch 
Water-Resistant 
Bilge Panels

8263 8664

8665

8666

• Designed for 12V or 24V DC systems

• Watertight mounting gaskets

• Pre-wired for easy installation

• ON indicating LEDs embedded in all switches

• (ON)-OFF-ON Contura Switches and  

15A AGC Fuses

Related Products

Water-Resistant 
Contura Switches 

Contura Switch
Mounting Panels 
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8263

8664

8665

8666

Voltage Max. Operating 24V DC

Amperage Operating Current 18 Milliamps per illuminated LED

Switch Rating 20A @ 12V DC, 15A @ 24V DC

Circuit Breaker Rating 15A

Fuse Holder Rating 20A Max. (15A fuses included)

Panel Cumulative Rating 45A

Regulatory Panel front is IP66 when mounted with gasket in place - 
protected against powerful water jets

Part # Color
Contura 
Switches

AGC®/MDL®
Fuse Holders

Width 
in (mm)

Height 
in (mm)

Depth 
in (mm)

8263 Gray 1 1 2.25 (57.15) 3.75 (95.25) 3.00 (76.20)
8664 Gray 2 2 3.34 (84.84) 3.75 (95.25) 3.00 (76.20)
8665 Gray 3 3 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)
8666 Gray 4 4 5.25 (133.35) 3.75 (95.25) 3.00 (76.20)
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