
NOTE: 
DO NOT SCALE

 PRINT 1:1

Material

Soft materials e.g. Plywood

Hard material e.g. Fiberglass, Acrylic, Hardwoods

Recommended pilot holes 

#6 screw

Ø 2.3-2.5 mm (3/32”)

Ø 2.7-3.1 mm (7/64”)

LC

LC

PRODUCT OUTLINE

SUNCOVER OUTLINE

REMOVE SHADED AREA

Maximum curve of the dash
0.8 mm (0.03”)
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340.0 mm (13.38”)
347.5 mm (13.68”)
354.0 mm (13.93”) 

286.5 mm (11.28”)

170.0 mm (6.69”)
173.7 mm (6.84”)
177.0  mm (6.97”) 

143.2 mm (5.63”)
170.0 mm (6.69”)
173.7 mm (6.84”)
177.0 mm (6.97”) 

143.2 mm (5.63”)

21
8.

8 
m

m
 (8

.6
1”

)

11
7.

5 
m

m
 (4

.6
2”

)

10
9.

4 
m

m
 (4

.3
0”

)
10

5.
1 

m
m

 (4
.1

4”
)

11
4.

3 
m

m
 (4

.4
9”

)
11

7.
5 

m
m

 (4
.6

2”
)

10
9.

4 
m

m
 (4

.3
0”

)
10

5.
1 

m
m

 (4
.1

4”
)

11
4.

3 
m

m
 (4

.4
9”

) Ø 40 mm ( 1.57)

130.2 mm (5.13”)

82.8 mm 
(3.26”)
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Check dimensions before cutting

12"

300 mm

 HDS-12 Live 
Mounting Template

IMPORTANT. Do not use this template if it has been rescaled by 
copying or printing. If this is not the original, or is a print from a 
file, please check the dimension lines below are to scale before 
use.

Discover other marine electronics and navigation on our website.

https://www.boatid.com/lowrance/
https://www.boatid.com/electronics-navigation.html



