
Backstay wire

Mounting pole

(Supplied in 2 x 1.3M
lengths with a
joiner piece)

Additional mounting 
pole extensions available:
0.65M and 1.3M lengths 

Chainplate adapter

Deck mounted

20 - 50mm (0.8” - 2.0”)

43.5mm (1.5”)

30
m

m
 (1

.2
”)

2 x ø8mm

BASE 
DETAIL

240m
m

 (9.4”)

12
.5

m
m

 (0
.5

”)

Transom/Chainplate mounted

240m
m

 (9.4”)

Self Levelling Radar Mount - Backstay - LMB A1/2

Radar ScannerRadar Scanner

20 - 50mm (0.8” - 2.0”)

2600m
m

 (8’6”)

Forward



Backstay wire

Mounting pole

(Supplied in 2 x 1.3M
lengths with a
joiner piece)

Additional mounting 
pole extensions available:
0.65M and 1.3M lengths 

Chainplate adapter

Deck mounted

Approx Dome Offset

240mm (9.4”)

20 - 50mm (0.8” - 2.0”)

2600m
m

/102.4”

43.5mm (1.5”)

30
m

m
 (1

.2
”)

2 x ø8mm

BASE 
DETAIL

Self Levelling Radar Mount - Backstay - LMB F1/2  

Radar Scanner

240m
m

 (9.4”)

12.5mm (0.5”)

Transom/Chainplate mounted

Radar Scanner

Approx Dome Offset

145mm (5.7”)

20 - 50mm (0.8” - 2.0”)

240m
m

 (9.4”)

Learn everything you need about Scanstrut products on our website.          Discover various marine electronics and navigation in our online store.

https://www.carid.com/scanstrut/
https://www.carid.com/marine-electronics-navigation.html



